
SPECIFICATIONS
 • Application: Galvanized Steel, Stainless Steel, Aluminum • Color:  Blue
 • Tensile Strength:  Minimum 10 psi • Disposal:  Recyclable
 • Elongation:  Twice its original length      
 • Weathering:  UV resistant and waterproof (Blue product only) 

Dyn-O-Wrap

Item # Code Description Dimensions 
(cxw)

Weight per 
roll (lbs.) Packaging

13380 DW24-200 Dyn-O-Wrap Roll 24’’ x 200’ 24’’ x 200’ 6 6 Rolls/Box

13384 DW36-200 Dyn-O-Wrap Roll 36’’ x 200’ 36’’ x 200’ 9 1 Roll/Box

13388 DW48-200 Dyn-O-Wrap Roll 48” x 200’ 48” x 200’ 14 1 Roll/Box

13382 PRW24-200 Puncture Resistant Dyn-O-Wrap Roll 24” x 200’ 24” x 200’ 6 6 Rolls/Box

13386 PRW36-200 Puncture Resistant Dyn-O-Wrap Roll 36” x 200’ 36” x 200’ 9 1 Roll/Box

13389 PRW48-200 Puncture Resistant Dyn-O-Wrap Roll 48” x 200’ 48” x 200’ 14 1 Roll/Box

13392 RPRW24-200 Reverse Puncture Resistant Dyn-O-Wrap Roll 24” x 200’ 24” x 200’ 6 6 Rolls/Box

13393 RPRW36-200 Reverse Puncture Resistant Dyn-O-Wrap Roll 36” x 200’ 36” x 200’ 9 1 Roll/Box

13394 RPRW48-200 Reverse Puncture Resistant Dyn-O-Wrap Roll 48” x 200’ 48” x 200’ 14 1 Roll/Box

Sold Per Box Only

Dyn-O-Wrap is a self-adhesive film which can protect uninstalled duct 
sections from the intrusion of contaminates.  While duct is handled, stored, 
or transported, its interior is unprotected from water, dust and debris.  
Dyn-O-Wrap applied over the openings will securely seal the duct and 
block this exposure.  With adhesion strong enough to resist separating 
from the duct during transportation, the film is easily removed when 
necessary without leaving any residue.  Dyn-O-Wrap is thicker than 
most other wraps on the market and the extra thickness ensures 
greater puncture resistance and durability.  Due to the vast array of 
shop needs, Duro Dyne now offers several varieties of Dyn-O-Wrap, 
including reverse wrap, puncture resistant and Hi-Tak.
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FEATURES
• Thicker than most other duct wrapping films
• Durable and flexible
• Self-adhesive inner surface
• Excellent adhesion to duct
• Easily removable without leaving residue

®



Dyn-O-Wrap Dispenser
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Ordering Information

Item # Code Description Weight (lbs.)

43006 DWD1 Dyn-O-Wrap Dispenser 52

Dyn-O-Mate’s Dyn-O-Wrap  
Dispenser is the perfect solution 
for dispensing and storing 
different sizes of Dyn-O-Wrap.  
Simply mount the dispenser to a 
wall or clamp it to a work bench 
and slide on the roll of Dyn-O-
Wrap. Every variation and size 
is neatly stored in one place. A 
simple movement of the storage 
carousel makes each roll  readily 
accessible and allows for easy 
application.

Pull Dyn-O-Wrap from the dispenser 
with the ductwork in position. 

Cut Dyn-O-Wrap along the 
cutting edge.

Select the correct size and 
type of Dyn-O-Wrap by pulling 
the selector pin and rotating 
the storage carousel until the 
preferred Dyn-O-Wrap is in 
position and then releasing the 
selector pin to lock the carousel 
in place.

The self-adhesive film adheres 
easily to the duct.
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