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A self-adhesive film which can protect uninstalled duct sections from the intrusion of contaminates.  
Available in different sizes and several varieties, including Reverse Wrap and Puncture Resistant Wrap.

▪  Excellent adhesion to ductwork, yet easily removable without 
    leaving residue.
▪ Color: Dark blue tint, UV resistant and waterproof
▪ 3mil thickness

▪  Excellent adhesion to ductwork, yet easily removable without leaving residue.
▪ Color: Dark blue tint, UV resistant and waterproof
▪ 2mil thickness

▪ Perfect solution for storing and dispensing different sizes and types of Dyn-O-Wrap
▪  Allows for easy application (no awkward maneuvering).
▪  Keeps wrap off of the floor to prevent dirt from adhering to the adhesive .

DESCRIPTION:

DYN-O-WRAP & REVERSE DYN-O-WRAP

PUNCTURE RESISTANT DYN-O-WRAP & 
REVERSE PUNCTURE RESISTANT DYN-O-WRAP

DYN-O-WRAP DISPENSER 

Dyn-O-Wrap
Dispenser

Item # Code Description
13380 DW24-200 Dyn-O-Wrap 24’’ x 200’
13384 DW36-200 Dyn-O-Wrap 36’’ x 200’
13388 DW48-200 Dyn-O-Wrap 48” x 200’

Dyn-O-Wrap

Puncture Resistant 

Item # Code Description
43006 DWD1 Dyn-O-Wrap Dispenser

Item # Code Description
13382 PRW24-200 Puncture Resistant Dyn-O-Wrap 24” x 200’
13386 PRW36-200 Puncture Resistant Dyn-O-Wrap 36” x 200’
13389 PRW48-200 Puncture Resistant Dyn-O-Wrap 48” x 200’
13392 RPRW24-200 Reverse Puncture Resistant Dyn-O-Wrap 24” x 200’
13393 RPRW36-200 Reverse Puncture Resistant Dyn-O-Wrap 36” x 200’
13394 RPRW48-200 Reverse Puncture Resistant Dyn-O-Wrap 48” x 200’


