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APPLICATION:
The 1170063 Blower control provides outputs for a 2 speed indoor blower motor and single speed
inducer motor. The control receives inputs from the thermostat (W, Y, and G}, pressure switch,
and high temperature limit switches. The control also provides user selectable blower delays
through dipswitch settings.

Specifications:
Operating Line Voltage:
Secondary Control Voltage:
Maximum Blower Loading:
Maximum Inducer Loading:

85 to 135 VAC, 50/60Hz
18.0 to 30.0 VAC, 50/60 Hz
15 FLA, 30 LRA @ 120 VAC
3FLA, 10 LRA @ 120 VAC

Blower Delays:
One position of SW1 shall select between 2 heat blower ON delay times as follows:

Position 4 Timings 12 3 4
ON 60 Seconds ﬁ'E E B B
OFF 30 Seconds (Default when shipped) ¥ 3

1

Two positions of SW1 shall select hetween 4 heat blower off delay times as follows:

Position 2 Position 3 Timings

OFF OFF 180 seconds _,}1 2 3 4
OFF ON 140 seconds (Default when shipped) 'n_E g B H
ON OFF 100 seconds t

ON ON 60 seconds T T

One position of SW1 shall select between 2 cool blower on delay times as follows:

Position 1 Timings 2 3 4
OFF 5 seconds
ON 30 seconds E E H
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Wiring Diagram:

24 VAC | E 120 VAC
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