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GKS9
SinGle-StaGe/Multi-Speed GaS Furnace

Standard Features
•	 Dual-diameter	tubular	heat	exchanger
•	 Single-stage	combination	redundant	gas	valve
•	 Hot	surface	igniter	and	patented	adaptive	learning		
control	for	maximum	igniter	life

•	 Energy-saving,	quiet	four-speed	direct-drive		
circulator	blower	motor

•	 Furnace	control	board	with	self-diagnostics	and		
low-voltage	terminal	block	

•	 Dual-certified	for	sealed	combustion	direct	vent		
(2-pipe)	or	non-direct	vent	(1-pipe)	applications

•	 Quiet,	single-speed	induced	draft	blower
•	 Complies	with	California	NOx	emissions	standards

Cabinet Features
•	 Foil-faced	insulation	lines	the	heat	exchanger
•	 Designed	for	upflow	installation;	can	be	converted		
to	horizontal	left	or	right	with	a	pressure	switch	kit		
(sold	separately)

•	 Easy-to-install	top	venting	is	standard
•	 Airtight	solid	bottom	for	side	return	applications	and	easy-cut	
tabs	for	effortless	removal	in	bottom	air	inlet	applications

•	 Coil	and	furnace	fit	flush	for	most	installations

*	 Complete	warranty	 details	 available	 from	 your	 local	 dealer	 or	 at	www.goodmanmfg.com.	 To	 receive	 the	
Lifetime	Heat	Exchanger	Limited	Warranty	and	10-Year	Parts	Limited	Warranty,	online	 registration	must	be	
completed	within	60	days	of	installation.	Online	registration	is	not	required	in	California	or	Québec.	
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perForMance data For SySteM

Gas Furnace:  __________

Heating Performance

Input Capacity MBH

Output Capacity MBH

Air Temp. Rise °F

Supply Air Blower Performance

Total Supply Air CFM

Ext. Static Pressure IWG

Blower Speed RPM

Power Output Required BHP

Motor Ratings HP

Power Input Required kW

Electrical Data

Power Supply

Total Unit Amps

Minimum Wire Size AWG

Max Overcurrent Device:

Fuse Breaker Amps

Outdoor Unit:  __________

Cooling Performance

Total Capacity MBH

Sensible Capacity MBH

Outdoor Design TMP ºF  DB / WB

Air Temp entering

Evaporator Coil ºF

Power Input Required kW

(less blower motor)

noteS
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Goodman Manufacturing Company, L.P., reserves the right to discontinue, or change at any time, specifications or designs without  
notice or without incurring obligations. © 2011  •  Goodman Manufacturing Company, L.P.  •  Houston, Texas  •  Printed in the USA.

acceSSorieS liSt

Accessory Description
GKS9 

0453BX*
GKS9 

0703BX*
GKS9 

0704CX*
GKS9 

0904CX*
GKS9 

0905DX*
GKS9 

1155DX*
Ship 

Weight
√

LPT-00A LP Conversion Kit √ √ √ √ √ √ 1 lb

LPLP01 LP Gas Low Pressure Kit √ √ √ √ √ √ 1 lb

HALP10 High-Altitude LP Gas Kit 3 3 3 3 3 3 1 lb

HANG11 High-Altitude Natural Gas Kit 1 1 1 1 1 1 1 lb

HANG12 High-Altitude Natural Gas Kit 2 2 2 2 2 2 1 lb

017K000005 Flush-Mount Vent Kit √ √ √ √ √ √ 1.3 lbs

0270K00012 Horiz. Conversion Pressure Switch Kit √ √ √ √ √ √ 1 lb

AFE18-60A Fossil Fuel Kit √ √ √ √ √ √ 1 lb

FTK-03A Twinning Kit √ √ √ √ √ √ 1 lb

GSAS Electronic Air Cleaner √ √ √ √ √ √ 30± lbs

GMU Media Air Cleaner √ √ √ √ √ √ 20 bs

EFR01 External Filter Rack √ √ √ √ √ √ 5 lbs

DCVK-20 2” Horiz./ Vert. Concentric Vent Kit √ √ √ --------- --------- --------- 5 lbs

DCVK-30 3” Horiz./ Vert. Concentric Vent Kit --------- --------- --------- √ √ √ 8.5 lbs

√ Available for this model 1   7,001’ to  9,000’  2   9,001’ to 11,000’  3   7,001’ to 11,000’
Note:   All installations above 7,000’ require a pressure switch change. For installation in Canada, furnaces are certified only to 4,500’.
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