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NIDEC MOTOR CORPORATION 30-May-13

723874

K55BWTAJ-8136 STANDARD 1 115 12.1 60 1075/ 3 SPD CCW LEAD END REV 8906

370-VAC CAPACITOR

 

MALE

FEMALE

COLOR CODE
WHITE-COMMON

BLACK-HIGH
BLUE-MEDIUM

RED-LOW
BROWN-CAPACITOR
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ROTATION IS COUNTER CLOCKWISE
VIEWING LEAD END WITH ORG TO ORG
& YEL TO YEL. TO REVERSE ROTATION
INTERCHANGE ORG & YEL LEADS.

 

#16 GREEN GROUND LEAD TO BE 12.00 BETWEEN
CENTERS OF TERMS.  TERM. TO FIT #10 SCREW.
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NAMEPLATE

(2) #18 LEADS TO EXTEND
24.00" BEYOND MOTOR.

(2) .25 INSULATED STRAIGHT
TYPE Q.C. TERMS.

LEAD SKINNED
.75 (WHITE ONLY)

GROMMET
LEAD

(4) LEADS, (2) YELLOW
& (2) ORANGE FOR
REVERSING ROTATION

(4) #16 LEADS TO
EXTEND 24.00"
BEYOND MOTOR
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B. ANDRADE M. LARGENT B. GAITAN

30-MAY-13

C7721-00

E
CHANGED TERMINAL TO INSULATED STRIGHT.

ADDED NOTE.


