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AMP-11-45
AMP-13C-45 

Standard Features

• Filter frame designed with dual pull tabs for easy removal 

• High efficiency electrostatic, polypropylene filter media

• 12 pleats per foot

• 2 piece frame construction

• 24pt wet strength paperboard

•  Low pressure drop

• High dust holding capacity

• AMP-11: Standard MERV 11 direct replacement filter

• AMP-13C: Upgraded MERV 13 co-pleated with carbon 
pre-filter

4.5" High Capacity  
Replacement Media Filter

Replacement Filter  
Part #

Nominal size
(in)

Actual size

Height Length Width

AMP-11-1425-45 14X25 13.68 24.68 4.37

AMP-11-1620-45 16X20 15.93 19.68 4.37

AMP-11-1625-45 16X25 15.68 24.68 4.37

AMP-11-2020-45 20X20 19.93 19.68 4.37

AMP-11-2025-45 20X25 19.68 24.68 4.37

AMP-11-2525-45 25X25 24.68 24.68 4.37

AMP-13C-1425-45 14X25 13.68 24.68 4.37

AMP-13C-1620-45 16X20 15.93 19.68 4.37

AMP-13C-1625-45 16X25 15.68 24.68 4.37

AMP-13C-2020-45 20X20 19.93 19.68 4.37

AMP-13C-2025-45 20X25 19.68 24.68 4.37

AMP-13C-2525-45 25X25 24.68 24.68 4.37

Replacement Media Filters

CLASSIFIED AIR FILTER UNIT
AS TO FLAMMABILITY ONLY
838H R5277
CLASS 2 IN ACCORDANCE WITH ULC S111
PRODUCT OF MEXICO
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4.5" High Capacity Replacement Media Filter

MERV 11 Pressure Drop Data

MERV 13 Pressure Drop Data

Testing done at independent laboratory


