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SPECIFICATIONS
• Constant speed brushless DC outdoor motor 

• 240V AC single-phase input, 50/60Hz

•  Designed for direct-drive fan propeller 
applications in residential systems up to 5-tons 

• Available in 1/5 and 1/3 HP ratings

•  Two operating speeds:                                                  
1,100 RPM (6 Pole) and 825 RPM (8 Pole)

• NEMA 48-frame

• UL and CSA recognized component

• Single shaft with integral control

• Horizontal and vertical shaft-down mounting

FEATURES
• Efficiency up to 80%

•  Replaces outdoor PSC motors for improved 
system efficiency

•  Quiet start and operation

• Constant speed

•  Internal Blakbox diagnostics for field testing 
and failure analysis

6301 Evergreen OM – 1/5 HP

6303 Evergreen OM – 1/3 HP

OM

STOCK NO. HP RPM VOLTS MAX CURRENT DIM A* DIM B** APPROXIMATE WEIGHT

6301 1/5 1100/850 208-240 2.8 8.49" 5.45" 9 lbs

6303 1/3 1100/850 208-240 3.5 8.99" 5.95" 12 lbs

*Overall length  **Motor body length
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TOLERANCES UNLESS
OTHERWISE SPECIFIED:
 DEC.       INCH            mm       ANGLE 
      .X         0.1           [ 2.5]        0.5
    .XX       0.03         [ 0.76]
   XXX     0.005       [ 0.127]
.XXXX   0.0005     [ 0.0127]
REMOVE BURRS & BREAK SHARP
EDGES:  .003/.015 [.076/.381]
CORNER FILLETS:  .02 [.51]
MACHINED SURFACES:   125        3.2
                                   INCH       mm
mm SHOWN IN  [BRACKETS]
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Reversible lead connections

1) Yellow from Motor to Connector (Old Red Wire)
2) Purple from Connector to ECM 3pin plug
3) Orange from Motor to Connector (Old Black Wire)
4) Brown from Connector to ECM 3 pin plug

5SME39HLHE611
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WARNING
LABEL

NAMEPLATE DATA
MODEL 5SME39DLHE616
CUSTOMER ALL
CPN/STOCK NO STOCK NO 6301
HP 1/5
RPM 1100, 850
VOLTS 240
HZ 60/50
AMPS 1.9-2.8
ROTATION CCW
MTG. POSITION VSD
APP.MTWT. 9 lbs
NP LABEL WHITE  COLOR

COLOR TERMINAL CUSTOMER 
CONNECTION

CUSTOMER 
LEAD 

LENGTH
OPTION-1 OPTION-2

BLACK 0.25 M/F L1 54" 240 VAC 240 VAC

WHITE 0.25 FE ISQC L2 54" 240 VAC 240 VAC
GREEN / 
YELLOW #10 EYELET GROUND 54" GND GND

ORANGE 0.25 FE ISQC SIGNAL 54" 240 VAC
YELLOW 0.25 FE ISQC SIGNAL 54" 240 VAC

RPM 850 1100

ROTATION CCW CCW
ECM TOOL BOX ID SPEED 1 SPEED 2

                       R BC  PR O PR IET AR Y AN D  C O N F ID EN T IAL  IN F O R M AT IO N

T h is d o cu m e n t  is th e  p ro p e rty o f  R EG AL  BEL O IT  C O R PO R AT IO N  ("R BC ") in clu d in g

its su b sid ia rie s a n d  d iv is io n s a n d  co n ta in s p ro p rie ta ry in fo rm a t io n  o f  R BC .   T h is d o cu m e n t

is lo a n e d  o n  th e  e xp re ss co n d it io n  th a t  n e ith e r it  n o r th e  in fo rm a t io n  co n ta in e d  th e re in  sh a ll

b e  d isclo se d  to  o th e rs w ith o u t  th e  e xp re ss w rit te n  co n se n t  o f  R BC ,  a n d  th a t  th e  in fo rm a t io n

sh a ll b e  u se d  b y th e  re cip ie n t  o n ly a s a p p ro ve d  e xp re ssly b y R BC .   T h is d o cu m e n t  sh a ll b e

re tu rn e d  to  R BC  u p o n  it s re q u e st .   T h is d o cu m e n t  m a y b e  su b je ct  to  ce rta in  re st rict io n s

u n d e r U .S .  e xp o rt  co n t ro l la w s a n d  re g u la t io n s.

Regal-Beloit Corporation
Reversible lead connections

1) Yellow from Motor to Connector (Old Red Wire)
2) Purple from Connector to ECM 3pin plug
3) Orange from Motor to Connector (Old Black Wire)
4) Brown from Connector to ECM 3 pin plug
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INTIAL RELEASE
RPM CORRECTED PER MACK COLE REQ 10/01/12 
REVISED DWG PER MACK COLE REQ  10/05/12
MODIFIED AS PER SAMPLE REQ#13-1418
UPDATED AS PER ECO-0032907
PROD & STOCK NO ADDED PER ECO-0037224
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WARNING
LABEL

NAMEPLATE DATA
MODEL 5SME39HLHE611
CUSTOMER ALL
CPN/STOCK NO STOCK NO 6303
HP 1/3
RPM 1100, 850
VOLTS 240
HZ 60/50
AMPS 3.5
ROTATION CCW
MTG. POSITION VSD
APP.MTWT. 12 lbs
NP LABEL WHITE  COLOR

COLOR TERMINAL CUSTOMER 
CONNECTION

CUSTOMER 
LEAD 

LENGTH
OPTION-1 OPTION-2

BLACK 0.25 M/F L1 54" 240 VAC 240 VAC

WHITE 0.25 FE ISQC L2 54" 240 VAC 240 VAC

GREEN / 
YELLOW #10 EYELET GROUND 54" GND GND

ORANGE 0.25 FE ISQC SIGNAL 54" 240 VAC

YELLOW 0.25 FE ISQC SIGNAL 54" 240 VAC

RPM 850 1100

ROTATION CCW CCW

ECM TOOL BOX ID SPEED 1 SPEED 2
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