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SUBM ITTAL  DRAWING

SIDE CEILING OUTLET BOX
(MODEL NO: 177S)

NOTE S

• Material: Hot Dipped Galvanized Steel per 
ASTM A653 CS Type B

• 28 Ga of box, 30 Ga of collar
• 2” flange width
• Distance between the collar and the base varies by 
fitting (see chart, “D”)
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Side Ceiling Outlet Box
MODEL NO: 177S

• 3½” collar height on all fittings, except for 6x6x4 
(1¾” collar height)
• Bead on collar allows for flex duct installation

A B C D

6” 4” 7½” 3”

6” 5” 7½” 2¼”

6” 6” 7½” 1”

8” 6” 7½” ¾”

8” 7” 7½” ¼”

8” 8” 8½” ¼”

10” 7” 8½” 1³/8”

10” 8” 8½” ¼”

12” 8” 12½” 2”

12” 10” 12½” 1”

8” 5” 7½” 2¼”

9” 6” 8½” 1”

9” 7” 8½” ¼”

9” 9” 9½” ¼”

12” 6” 12½” 2¾”

12” 9” 12½” 1¼”

12” 12” 12½” ¼”

14” 8” 14½” 3”

14” 10” 14½” 2”

14” 12” 14½” 1”

14” 14” 14½” ¼”


