Part Number: 261R06951

GAS CONVERSION KIT: NATURAL TO L.P. GAS
Tubular Direct Spark Model Sizes: 100-400

JI30-06951
INSTALLATION INSTRUCTIONS e,
NATURAL to L.P. GAS CONVERSION KIT @TD
For 100,000-400,000 BTU/HR N VS
Tubular Unit Heaters with Direct Spark Ignition

NOTICE OF CONVERSION

This appliance was converted on .
to Liquified Petroleum Gas with Kit No.
Which accepts the responsibility that this
conversion has been properly made.

ANNONCE DE CONVERSION

Cet appareil a été converti le

pour functionner au gaz Petrole Liquefie &
I'aide de la trousse n®
Par" S )

Qui accepte I'entiére ras.ponsabilité dela
conversion.

TAppliar‘nc:e Model No.__ = j

Conversion Gas: Liguified Petroleum
Main Burner Orifice Size:

Maximum Inlet Pressure: 14.0 in. W.C.

Minimum Inlet Pressure: in. W.C.

Manifold Pressure: in. W.C.

Input Rating: Btu/Hr.
l Conversion Kit Part No.:

F92-0659

Regulated Natural to L.P. Gas
Conversion Kit

INSTALLATION INSTRUCTIONS




