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Features and Benefits
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N Cable clamps feature a screw 

hole designed to securely 
wrap the clamp and allow 
you to mount cables, rope, or 
bundles of wire to a surface.

Clamps are available in 
natural nylon in sizes of  ¼”, 
⅜”, and ½”. Clamps are 
available in vinyl-coated 
galvanized steel in sizes of ½” 
and ¾”.

  TRADEPRO OPEN
DIAMETER WIDTH MATERIAL SCREW

DIAMETER COLOR BLISTER
QTY

CARTON 
QTY UOM

TP-TERM-CC0250 1/4” 1/2” Nylon 0.21” Natural 45 pcs 48 
Blisters Blister

TP-TERM-CC0375 3/8” 1/2” Nylon 0.21” Natural 40 pcs 48 
Blisters Blister

TP-TERM-CC0500 1/2” 1/2” Nylon 0.21” Natural 25 pcs 48 
Blisters Blister

TP-VDCLAMP-1/2 1/2” 1/2”
Vinyl Dipped 
Galvanized 

Steel
0.281” Black/

Steel 10 pcs 48 
Blisters Blister

TP-VDCLAMP-3/4 3/4” 1/2”
Vinyl Dipped 
Galvanized 

Steel
.281” Black/

Steel 10 pcs 48 
Blisters Blister
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Y Trade Pro Vinyl Dipped Cable 

Clamps are dipped in black 
vinyl and are made for 
extreme durability even 
under the harshest 
conditions.
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TRADEPRO A B C SCREW
DIAMETER COLOR

TP-TERM-CC0250 0.260 in [6.6mm] 0.291 in [7.4mm] 0.358 in [9.1mm] 0.21 in [5.3mm] Natural

TP-TERM-CC0375 0.382 in [9.7mm] 0.429 in [10.9mm] 0.362 in [9.2mm] 0.21 in [5.3mm] Natural

TP-TERM-CC0500 0.480 in [12.2mm] 0.500 in [12.7mm] 0.500 in [12.7mm] 0.21 in [5.3mm] Natural

TRADEPRO DIA (+/-) 0.015 in H (+/-) 0.005 in T (+/-) 0.003 in W (+/-) 0.010 in S (+/-) 0.020 in E (+/-) 0.015 in L (+/-) 0.040 in

TP-VDCLAMP-1/2 1/2 in [12.7mm] 0.281 in [7.14mm] 0.048 in [1.22mm] 0.5 in [12.7mm] 0.375 in [9.53mm] 0.312 in [7.92mm] 0.656 in [16.66mm]

TP-VDCLAMP-3/4 3/4 in [19.05mm] 0.281 in [7.14mm] 0.048 in [1.22mm] 0.5 in [12.7mm] 0.375 in [9.53mm] 0.312 in [7.92mm] 0.781 in [19.84mm]

Technical Specifications

Construction:

Construction:

Vinyl Coating:

Angle of Opening:

Standards:

Nylon 6/6

Galvanized steel coated in vinyl

0.69-0.89mm thick

30º

Galvanized clamps are chem-treated G90 per ASTM A653/A653M standards

Trade Pro Nylon Cable Clamps

Trade Pro Vinyl Dipped Galvanized Clamps
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C
able C

lam
ps

Trade Pro C
able C

lam
ps are 

m
anufactured to be slightly open, 

m
aking it easier to insert a bundle of 

w
ires or cables w

hile keeping them
 

in place for m
ounting.

Trade Pro C
able C

lam
ps provide 

a secure hold w
hen used to m

ount 
bundles of cables, w

ires, or ropes to 
a w

all or panel. 

The vinyl coating on the vinyl dipped 
clam

ps protects the w
ires w

hile the 
galvanized steel lends strength to 
any project.
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NYLON CABLE CLAMPSVINYL DIPPED 
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R
easonable effort has been m

ade to 
assure the accuracy of cross-reference 
inform

ation. H
ow

ever, final evaluation 
for suitable replacem

ent is left to the 
installer.
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ners. 


