
• 

• Automatic shut off after 10 minutes of
non-use 

Highly accurate refrigerant scale with an accuracy
of +/-0.05% of Reading with a resoution of 0.2 oz. 

• Easily convert between the lb., oz., kg., g,
units of measure

FEATURES & BENEFITS

• Maximum scale capacity of 220 lbs. or 100 kg. 

Maximum Capacity 

Resolution

Accuracy

Battery

Battery Saver

Unit of Measure

Battery Life

Operating Temperature

Storage Temperature

Platform Size

Blow Mold Case

Secure Remote In Case

Zero / Tare Capable

220 lbs. (100 kg.)

5g (0.2 oz.) 

+/- 0.05% of Reading
+ 10g

One 9V

Auto Shut-Off After 10 Min.

kg., lb.

30 Hours

32°F (0°C) to 113°F (45°C)

N/A

N/A





220 lbs. (100 kg.)

5g (0.2 oz.) 

+/-0.05% of Reading
+ 10g

5 AAA Batteries

Auto Shut-Off After 10 Min.

kg., oz., lb.

40 Hours

14°F (-10°C) to 104°F (40°C)

5°F (-15°C) to 122°F (50°C)

8.9" x 8.9"

PREVIOUS NEW

MODEL TP-SCALE

REFRIGERANT
CHARGING SCALE 








